
37LD6600

94cm Visible LCD

Hitachi’s new 37LD6600 LCD Widescreen
Television combines the latest flat panel
technology with stylish design. Offering a
whole range of features, this LCD TV will fit
perfectly into any environment.

• 94cm Visible LCD Widescreen Television

• HD Ready

• Built-in TV Tuner

• High Screen Resolution of 1366 x 768 Pixels 

• 2 x SCART Sockets

• HDMI and Component Sockets

• Side Input Terminal

• 15-pin D-Sub PC Socket

• Panel Luminance of 500 cd/m2

• Contrast Ratio 800:1

• 2 x 8W RMS Output

• Headphone Socket for Personal Viewing

The "HD ready" Logo is a trademark of EICTA

HDMI, the HDMI logo and High-Definition Multimedia Interface are trademarks or registered trademarks of HDMI Licensing LLC.
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37LD6600 LCD Television
Technical Specifications
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PICTURE
Screen Size
Screen Type
Resolution (Pixels)
Advanced Image Technology
Panel Luminance (Typical) 
Contrast Ratio
HD Ready
PaP/PaT/PinPC 
Pixel Pitch (H x V) (mm)
Aspect Ratio

TUNER
Programmes
Cable/Hyperband
UK Specifications
European Specifications
VHF
UHF
Text Pages

VIDEO SIGNAL INPUT
PAL/PAL60
SECAM
NTSC4.43/3.58

VIDEO CONNECTIONS
HDMI Input
SCART Socket
Component Video
Progressive Input (PAL/NTSC)
S-VHS Video
Composite Video
Video Line Out

AUDIO
RMS Output
Dynamic Bass
3DS

AUDIO CONNECTIONS
Audio In
Audio Line Out
PC Input
Headphone Socket

COMPUTER INPUT
15-pin D-sub

GENERAL
Country of Origin
Power Consumption/Standby
Weight (Kg) (inc stand)
Weight (Kg) (exc stand)
Dimensions (WxHxD) (mm) (inc stand)
Dimensions (WxHxD) (mm) (exc stand)
OSD Languages
IB Languages

CERTIFICATION
Safety
EMI
CE

ACCESSORIES
Wall Mount

94cm Visible
LCD
1366 x 768
I3

500cd/m2

800:1
•
•/•/•
0.6 x 0.6
16:9

100
•/•
PAL I I'
PAL/SECAM/I'/BG/L L'/DK
•
•
1000

•/•
•
•/•

•
2
•
•
•
•
via SCART

2 x 8W
•
•

•
•
•
•

•

Europe
180W/<3W
25
21.4
934 x 704 x 300
934 x 647 x 101
UK, F, GE, IT, SP, SWE, NOR, GRE, TUR, DUT, POR, DAN, FIN
UK, F, GE, IT, SP, SWE, NOR, GRE, TUR, DUT, POR, DAN, FIN

EN60065
EN50013
EN55020, EN61000-3-2, EN61000-3-3

As supplied


